U.S. Architectural Lighting

TLB SERIES
TRILUX' LED BOLLARD

SPECIFICATIONS

HOUSING
Heavy wall extruded aluminum.

TOP CAP
Heavy wall cast aluminum consfruction.

GASKETING
Closed cell EPDM.

LENS

UV-resistant one piece clear polycarbonate.
Tapered lens works in tandem with optical
parabolic reflector to produce a low angle of
incident light and maximum efficiency.
Option - Diffused UV-resistant polycarbonate.

LED SYSTEM

Luxeon® Il 18W, 27W, 36W LED's are
mechanically bonded to a patented
aluminum heatsink.

Direct conduction of heat allows for extended
LED life and maximum light output.
Proprietary LED driver accepts input voltages
from 100-277 VAC.

Driver and LED modules are factory wired.
Driver is encased in a water tight housing.

OPTICS

Precision machined parabolic reflector is
anodized for maximum reflectivity and
corrosion resistance.

Optic provides a wide throw distribution when
used with clear lens and general

illumination when used with the diffused lens.

BASEPLATE
Precise one piece cast aluminum
construction, anchor plate is mechanically TLB
fastened to housing.

9 Trilux™ has been expanded to include LED technology.
ANCHORAGE , ,
3/8°x10” fully galvanized anchor bolts, each These bollards have been optically designed and
supplied with two nuts and two washers. engineered for maximum light distribution.
FINISH Three sizes available.
Polyester powder coat incorporates four step . .
iron phosphate process to cleanse and treat Model Lamp Diameter Height
the metal surface for maximum paint TLB3 18 Watt 35" 20"
adhesion. '
Electrostatically applied textured polyester TLB4 27 Watt 4.5 28"

powder topcoat is baked at 400°F for
maximum hardness and exterior durability.

TLBS 36 Watt 5.5" 36"
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TLB4

36"
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BOLT CIRCLE 3.5" DIA.
4 BOLTS PROVIDED

1B

ANCHOR BOLTS 3/8" X 10"

BOLT CIRCLE 2.5" DIA.
4 BOLTS PROVIDED

TLB3

BOLT CIRCLE 1.875" DIA.
2 BOLTS PROVIDED
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Luxeon K2 high output LED’s are available
ina 18W, 27W, and 36W configurations
for symmetric light distribuition.

A house-side shield is available
for asymmetric light distribution.

5500K neutral white LED is standard.
Optional colors available.

Luxeon K2 LED's provide high lumen output.
Long life LED’s are mechanically attached

to a patented heatsink.

Proprietary LED driver accepts input
voltages ranging from 100VAC to 277VAC.

Electronics are enclosed in a watertight
housing.

Driver and LED's are factory pre-wired.

l':‘/lg[?EL OPTICS LED COLOR FINISH OPTIONS
LB
MODEL
NO.: OPTICS LED COLOR FINISH OPTIONS
MODEL DIFFUSER COLOR STANDARD
TEXTURED FINISH
[ TLB5 [ CLEAR CINWH  NEUTRAL WHITE (STD) [ BLACK ] DUPLEX RECEPTACILE . . . DUP
POLYCARBONATE RAL-9005-T
Ll Te4 (WIDE THROW DISTRIBUTION) LIWWH  WARM WHITE
I 1B3 cP [JGR  GREEN O \év:fsoos : ] GROUND FAULT
CJBL  BLUE ~9003- RECEPTACLE. ... ...... GFI
Y CYAN
bev ¢ O EEE;OO - [ SINGLE FUSE
] DIFFUSED CJRD  RED 20V, 277Vy ..o SF
POLYCARBONATE
(GENERAL ILLUMINATION) [ DRK BRONZE
DP RAL-8019-T [J DOUBLE FUSE
(208V, 240V)...... ... DF
] GREEN
RAL-6005-T ] HOUSE SIDE SHIELD. . . . . HSS
FOR SMOOTH
FINISH REMOVE
SUFFIX “T"
(EXAMPLE:
RAL-9500)
SEE WEBSITE FOR
ADDITIONAL COLORS
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